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How to configure Basic Wireless Access (Wi -Fi) on the Qwest® Standard Modem: 
Actiontec ® M1000 with the Qwest® Wireless Module: Actiontec® W1000  

 
Internet Service Provider (ISP):  

All  
 

 
 
 
 

Use this document if:  

¶ You want to use the wireless function on the Qwest Standard Modem: Actiontec M1000. 
 
 
This document assumes:  
 

¶ Your computer is directly connected to the modem using an Ethernet cable. 

¶ The Qwest Standard Modem: Actiontec M1000 is powered on. 
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1. First, make sure you have fully installed the Qwest Wireless Module: Actiontec W1000 into 

the Qwest Standard Modem: Actiontec M1000. If not, click here for installation instructions. 

 
 

2. Open a web browser, type 192.168.0.1, and press enter. 
 

 
 

3. If you have the solid blue screen on the left as shown below, proceed to step 4.  If you have 
the blue and white screen to the right, click here to see those directions. 

 

        
 
 

http://www.qwest.com/internethelp/networking/homenetwork/adapters/actiontec.html
http://192.168.0.1/
http://www.qwest.com/internethelp/modems/m1000/pdf/M1000_QA01_WIFI_Basic_Setup.pdf
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4. Select Wireless Setup . 
 

 
  
5. Select On.   
 

 
 
6. By default other wireless devices will see this wireless connection as myqwestxxxx. You can 

change it or leave it.   
 

 
 
7. Select 64-BIT WEP. 
 

 


